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Arsenic Removal

  Reduce arsenic to less than 2 µg/L 

  Simple adsorption process 

  Low capital and operating costs 

  Less than 0.1% wastage 

  NSF certified to standard 61 






Holly Michigan - Installed February 1999 

  Non-hazardous residuals (TCLP) 

  Verified in Canada under ETV Canada Inc. Program 

  Multiple media regenerations 

  Patented in Canada and United States 

Performance of MEDIA G2® at locations around the world!
[image: image16.png]Arsenic (ug/L)
8 8 3





ADI's MEDIA G2® verified by the Canadian government's Environmental Technology Verification (ETV) Program

ADI's MEDIA G2® system has been verified by the Environmental Technology Verification Program of the Canadian federal government. Performance claims of reducing arsenic to less than 5 ug/L were confirmed by the process.

ADI's MEDIA G2® system is an iron based adsorption treatment technology for removing arsenic from drinking water. The technology involves the adsorption of arsenic onto a filter media (MEDIA G2®). MEDIA G2® will also adsorb other metals including iron, manganese, uranium, chromium, lead, and copper. 



For further information, please contact:
Eric Winchester, P.Eng.
elw@adi.ca
1 (506) 451-7407

Mike McMullin, P. Eng.
mjm@adi.ca
1 (800) 858-1888
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